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v26.1FUGU
Standard Water-Cooled Ammonia Chillers

Description

mCHILLER FUGU 1280R, 960R, 640R

mCHILLER FUGU is designed to meet the needs of industrial and industrial markets such as breweries, industrial 
processes, data centers, building facilities etc.

mCHILLER FUGU has a strong industrial design, long lifespan – and can be used in a wide variety of applications.

Evaporator

Condenser

Compressor

Key Features
• Standardized product lines
• Plug-and-play solutions
• High energy efficiency all year
• Low-charge natural refrigerants only
• High-runner configurations on stock
• All units are Factory Acceptance Tested

Benefits
• Future-proof refrigerant
• Convenient installation and commissioning
• Safe and reliable operation
• Competitive pricing and low operation cost
• Durable design and long lifespan

standard water-cooled ammonia chillers

You can get more info about 
mCHILLER here:



Technical Data

v26.1FUGU
Standard Water-Cooled Ammonia Chillers

Evaporator

Secondary media WATER MEG-30 % WATER MEG-30 % WATER MEG-30 %

Secondary inlet 12.0 ºC 0.0 ºC 12.0 ºC 0.0 ºC 12.0 ºC 0.0 ºC

Secondary outlet 7.0 ºC -5.0 ºC 7.0 ºC -5.0 ºC 7.0 ºC -5.0 ºC

Secondary flow 236 m3/h 156 m3/h 178 m3/h 117 m3/h 117 m3/h 75 m3/h

Condenser

Secondary media WATER

Secondary inlet 30.0 ºC

Secondary outlet 35.0 ºC

Secondary flow 275 m3/h 190 m3/h 207 m3/h 143 m3/h 136 m3/h 92 m3/h

Capacity according to EN12900

Electrical

System earthing TN - S

Input voltage 3x400VAC+PE

Rated package current 603 A 495 A 406 A 406 A 325 A 325 A

IK Max 20 kA

Maximum fuse 800 A 630 A 500 A 500 A 400 A 400 A

Communication MODBUS TCP/IP, Profinet

General FUGU 1280R FUGU 960R FUGU 640R

Package type Water-cooled chiller

Refrigerant/charge R717 / 80kg R717 / 80kg R717 / 55kg

Capacity range 11.0 - 100% 14.5 - 100% 21.5 - 100%

Cooling capacity 1376 kW 828 kW 1038 kW 621 kW 681 kW 399 kW

Condenser capacity 1588 kW 1025 kW 1196 kW 768 kW 787 kW 496 kW

Total Power (Chiller) 252 kW 234 kW 188 kW 176 kW 125 kW 115 kW

EER (Chiller) 5.5 (-) 3.5 (-) 5.5 (-) 3.5 (-) 5.5 (-) 3.5 (-)

COP (Chiller) 6.3 (-) 4.4 (-) 6.4 (-) 4.4 (-) 6.3 (-) 4.3 (-)

Eco design 1280R 960R 640R

SEPR (High temp +7) 11.47 12.09 13.1

SEPR (Medium -8) 5.59 5.68 6.03

SEPR (Comfort temp +7) 9.36 9.74 10.48

Calculated according to EN14825: 2019, High/Comfort temp +7 Reg. 2016/2281, and Medium temp -8 Reg. 2015/1095

FUGU 1280R, 960R, 640R

Cooling side connections 2/4x DN100 / DN80 (FUGU 640R)

Heat rejection side connections 2/4x DN100 / DN80 (FUGU 640R)

Length (L) 4895 mm

Width (W) 1200 mm

Height (H) 2150 mm / 1970 mm (FUGU 640R)

Unit dimensions

Dry weight 1280R 960R 640R

Dry weight 8750 kg 8250 kg 6900 kg
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